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TOWNSHIP 2 NORTH, RANGE 3 EAST, SALT LAKE MERIDIAN, UTAH

R s

CHAINS &

g: The following field notes describe the dependent resurvey of a portion of the
: subdivisional lines and the subdivision of sections 2, 3, 10, 11, 14, 15, 22, 23, and 26 in
: Township 2 North, Range 3 East, Salt Lake Meridian, Utah.

History of Surveys
Surveyed by Retr. or Resurveyed by

| NORTH BOUNDARY
5 Portion A.D. Ferron 1870
g All F. Dickert 1881 F. Dickert 1881
Portion R. Gorlinski 1893

SOUTH BOUNDARY
g All F. Dickert 1881
” Portion R. Gorlinski 1893
| EAST BOUNDARY

All F. Dickert 1881

Portion R. Gorlinski 1896

WEST BOUNDARY

Portion F. Dickert 1881
& All R. Gorlinski 1893- R. Gorlinski 1893-
1894 1894
. SUBDIVISION
’gg
Portion F. Dickert 1881
’;“ Portion R. Gorlinski 1894- R. Gorlinski 1894-
1896 1896

The survey was executed in accordance with the specifications set forth in the Manual of
Surveying Instructions, 1973, and the Special Instructions for Group No. 789, dated June
1, 1992, and Group No. 824, dated April 14, 1995.

SRR

: The directions of lines were determined by hour angle observations of the sun, and by the
Global Positioning System (GPS), and carried forward by sustained angulation.
Distances were determined by electronic measurement.

B R R A e SRR
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TOWNSHIP 2 NORTH, RANGE 3 EAST, SALT LAKE MERIDIAN, UTAH

S eSS

i

g Preliminary to the resurvey, the lines of the original survey were retraced and a diligent
% search was made for any evidence of the monuments and calls of the original field note
& record. Identified corners were remonumented in their ori ginal positions; lost corners
% were restored and monumented at proportionate positions based on the original record.
3; The retracement data were thoroughly verified and only the true line notes are given

% herein.

& The geographic position of the SE corner of section 26, as determined by ties made to
National Geodetic Survey triangulation station "LOCK", by Global Positioning System
Method, and this position will also function as a B.L.M. Control Station, is as follows:

Latitude 40° 52'00.971"N.  Longitude 111° 34' 12.054" W.
N.AD. 1927

The mean magnetic declination as projected from the U.S. Geological Survey Magnetic
Declination Map of 1990, is 14° E.

B B R S RS o SO

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 2 N, R. 3 E,, Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed
by F. Dickert in 1881 and the
Retracement Executed by R. Gorlinski in 1894-1896)

R P RS R SRR SPARFARRSs

Beginning at the comer of sections 25, 26, 35, and 36, monumented with a sandstone,
15x12x8 ins., in a small mound of stone, marked with 1 notch on the S and E edges.

i At the comer point

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, and in a mound
& of stone, with aluminum cap marked:

T

T2N R3E
S26 S25
S35 S36

1995

IR R IO TR

Deposit the marked stone alongside the aluminum post and a Deep 1 Magnet at base of
aluminum post.

Raise a mound of stone, 3 ft base, 2 ft. high, W of the corner.
Corner is located on rocky S slope about 90 Iks. N of road.
This corner will also function as a B.L.M. Control Station, hereinbefore described.

N. 0°00.3'E., between sections 25 and 26.

R R S O S S R A SRS

B R e A OB
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 2N, R. 3 E., SALT LAKE MERIDIAN, UTAH

38.872 i Point for the 1/4 section comer of sections 25 and 26, at proportionate distance, falls in pond,;
2 there is no remaining evidence of the original corer; not monumented.
:2?

77.744 :;;" The comer of sections 23, 24, 25, and 26, at the corner of fences bearing N and E. There is

: no evidence of the original corner. This point is accepted as the best available evidence of
: the original corner position.

% At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a collar of
stone, with aluminum cap marked:

T2N R3E
S23 24
S26 525

1995

Corner is located on SW slope in sagebrush and native grasses.

From the corner of sections 11, 12, 13, and 14, monumented with a sandstone, 20x12x8 ins.,
dimly marked with 1 groove on the E face and 4 grooves on the S face, in a mound of stone,
at a fence corner, from which the fence bears N, S, and E.

R R R R A R RS ey

2282

At the corner point

© Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, and in a collar of
stone, with aluminum cap marked:

SR

T2N R3E
S11 S12
S14 S13

19985

RSOSSN

N. 0° 10.3' W., between sections 11 and 12.

S

=

39.908 Point for the 1/4 section corner of sections 11 and 12, at proportionate distance, falls in a
fence line bearing N and S. A rock fitting the size and type of stone had been moved when
the new fence was built.

R

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10 ins. in the ground to bedrock, in a
mound of stone, with 4 ft. base, to top of aluminum cap marked:

R O R

T2N R3E
1/4

S 11 | s 12
1995

& Corner is located on W slope in sagebrush.

59.862 i Point for the N 1/16 section corner of sections 11 and 12; not monumented.

B
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 2N, R. 3 E., SALT LAKE MERIDIAN, UTAH

R

79.816 \ The corner of sections 1, 2, 11, and 12, monumented with a sandstone, 13x6x4 i ins., in a
- mound of stone with obliterated marks, by a fence corner, from which the fence bears E W,

and S.

At the corner point

R R LR e s o

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a collar of
stone, with aluminum cap marked:

T2N R3E
S 1
si1 s12

1995

N. 0°45.2'E., between sections 1 and 2.

10.027 ;

. Point for the SS 1/64 section comer of sections 1 and 2; not monumented.

SRR RO R

2

20.054 ¢ Point for the S 1/16 section corner of sections 1 and 2; not monumented.

40.108  Point for the 1/4 section corner of sections 1 and 2, at proportionate distance; there is no
remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground to bedrock, and in
a mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E
1/4
s2 | s1
1995

o s e R AR TR T

Corner is located on a rocky WSW slope in sagebrush and native grasses.
80.216 i Point for the 80 1/16 section comer of sections 1 and 2, and the witness monument described
in the 1881 survey, at proportionate distance; there is no remaining evidence of the original
corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
80 1/16

s2 | s1
1995

Raise a mound of stone, 3 ft. base, 2 ft. high, W of the corner.

Corner is located in grass on a spur sloping SSE.

B R R R s e e o S S T A L R R s e o R S DS S BRI
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T.2N,,R. 3 E., SALT LAKE MERIDIAN, UTAH

SRR

} The closing corner of sections 1 and 2, monumented with a sandstone, 16x8x8 ins., marked
: with 1 groove on E face and 5 grooves on W face, in a mound of stone.

RALIELIRTZS

2%

: At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

s2 | s1
cc

T2N R3E
1995

Deposit the marked stone alongside the aluminum post.

Raise a mound of stone, 3 fi. base, 2 ft. high, S of the corner.

Corner is located on ESE slope in sagebrush and grass.

From this corner, the corner of sections 35 and 36 only, T. 3 N., R. 3 E., monumented with
a quartz stone, 16x8x7 ins., plainly marked with 1 notch on the E and 5 notches on the W

edges, in a fence corner, bearing N and E, bears N. 89° 20.0' E., 7.984 chs. distance. Not
remonumented.

From the 1/4 section comner of sections 26 and 35, monumented with a broken sandstone in
a mound of stone, with a 1/2 in. rebar, and cap marked 1/4.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22 ins. in the ground to bedrock, and in
a mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E

1/4—S526
$35

1995
Deposit the corner stone and rebar alongside the aluminum post.
Corner is located on S slope about 75 lks. N of E and W road.

N. 89° 28.7' W., between sections 26 and 35.

:::t:ss::ss::ss::m::z:::5::»3:::3:-.é.:::::s:::::::xs:::::3:::m:%‘:::::'a..‘zf-z=:=:=::s::;ﬁ:s::&:::::s::&;«::s:::::m:&:::::>':::&sﬁ:&m&@;:z::::::zz:::::z::z:zs:::::15:'!-::s::xf-::5s:wm:z:sﬁmc.x's:z::mw&mw:&&mssmw&&mm:wxm:s::s#ms:&::z&&?' SROREL

2555

:: Point for the W 1/16 section corner of sections 26 and 35; not monumented.
:??é !
The corner of sections 26, 27, 34, and 35, monumented with a 1/2 in. rebar in line with a
fence to the E. This corner is accepted as the best available evidence of the original corner

& position.
i

¥

3
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 2N, R. 3 E., SALT LAKE MERIDIAN, UTAH

R s

e S R O S
At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
S27 S26
S34 S35

1995

Deposit the 1/2 in. rebar alongside the aluminum post.

N. 0° 10.0' W, between sections 26 and 27.

The 1/4 section corner of sections 26 and 27, monumented with a prophry stone, 14x10x5
ins., dimly marked 1/4 on W face, and in a mound of stone.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, and in
a mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E
1/4
827 | s26
1995
Deposit the marked stone alongside the aluminum post.

Corner is located on a rocky NW slope in sagebrush and scattered oak.

N. 0°07.7' W, beginning new measurement,

The corner of sections 22, 23, 26, and 27, monumented with a gray sandstone, 10x8x5 ins.,
firmly set under a sagebrush, marked with 2 notches on S edge only.

& At the corner point
i

. Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
& cap marked:

T2N R3E
S S
527 S26

1995

Deposit the marked stone alongside the aluminum post.

Raise a mound of stone, 3 ft. base, 2 ft. high, W of the corner.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T.2N.,R. 3E,, SALT LAKE MERIDDIAN, UTAH

o

Corner is located in bottom of small draw, draining SW.

AR

From the corner of sections 23, 24, 25, and 26.

N. 89° 15.0' W., between sections 23 and 26.

SRR R LRI

30.854

Intersect the East Canyon Reservoir Boundary Line; not monumented.

e

39.532

Point for the 1/4 section corner of sections 23 and 26, at proportionate distance; there is no
remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E

1/4—S23
S26

1995

Deposit a Deep 1 Magnet at the base of the aluminum post.

59.298 : Point for the W 1/16 section corer of sections 23 and 26.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

R R P S S PR R G P SRRy

T2N R3E
W 1/16—S23
S26

1995

Set a steel fence post alongside the aluminum post.

SRR

Corner is located on ENE slope in oak and sagebrush,

79.064 i The corner of sections 22, 23, 26, and 27.
N. 0° 01.9' W, between sections 22 and 23.
19.640  Point for the S 1/16 section corner of sections 22 and 23; not monumented.
39.280 § The 1/4 section corner of sections 22 and 23, monumented with a sandstone, 15x10x10 ins.,

plainly marked 1/4 on the W face, with a 12 in. stake E of the corner.
At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 12 ins. in the ground to bedrock, and in
a mound of stone, 4 ft. base, with aluminum cap marked:

B B R R o B P R RS RIS
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
UM&TJNQR3E5MELmEMmmMMUMH

T2N R3E

1/4
S22 | s23
1992

Deposit the marked stone alongside the aluminum post.

N. 0° 28.5' W., beginning new measurement.

20.047 & Point for the N 1/16 section corner of sections 22 and 23.

40.094

&
kS

o
#
ot
e
K

R R O 22

2RI R

s

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground to bedrock, in a
& mound of stone, with 3 ft. base to top of aluminum cap marked:

T2N R3E
N 1/16
s22 | s23
1995

Set a steel fence post alongside the aluminum post.
Corner is located on E slope in sage and grass.

Comer is 1.5 Iks. south of E and W fence line.

The corner of sections 14, 15, 22, and 23, monumented with a broken sandstone, 18x10x8
ins., dimly marked.

At the comner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, in a mound of
stone, 4 ft. base, with aluminum cap marked:

T2N R3E
S15 S14
522 823

1992

Deposit the marked stone alongside the aluminum post.

The comner is located in an old fence which projects S and W, and is covered with water in
the spring.

From the 1/4 section corner of sections 14 and 23, monumented with a sandstone, 16x12x7
ins., plainly marked with an upside down 1/4 on the E face.




SRR RIS
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T.2N,R. 3E., SALT LAKE MERIDIAN, UTAH

T ———————

At the comer point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
1/4 —S14
823

1992

Deposit the marked stone alongside the aluminum post.
Raise a mound of stone, 3 ft. base, 2 fi. high, north of the corner.

S. 89°52.5' W., between sections 14 and 23.
Point for the W 1/16 section corner of sections 14 and 23.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 26 ins. in the ground, and a steel
fence post alongside, with aluminum cap marked:

T2N R3E
W 1/16-S14_
523

1995

Point for the witness point at intersection with the east right-of-way line of Utah State
Highway No. 65.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

WP

ap1o -—S14
sS23

1995

Set a steel] fence post alongside the aluminum post.

This corner will also function as Angle Point No. 10 of the East Canyon Reservoir Boundary.

The section comer of sections 14, 15, 22, and 23.

N. 0° 26.6' W. between sections 14 and 15.

Point for the S 1/16 section comer of sections 14 and 15, falls in East Canyon Reservoir; not
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T.2 N, R. 3 E., SALT LAKE MERIDIAN, UTAH

Point for the 1/4 section corner of sections 14 and 15 , at proportionate distance, falls in East
Canyon Reservoir; not monumented.

Point for the N 1/16 section corner of sections 14 and 15; falls in East Canyon Reservoir; not
monumented.

Point for the corner of sections 10, 11, 14, and 15, at proportionate distance, falls in East
Canyon Reservoir; not monumented.

From the 1/4 section corner of sections 11 and 14, monumented with a sandstone, 18x18x18
ins., marked 1/4 on the N face.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 13 ins. in the ground to bedrock, and in
a mound of stone, 5 ft. to top of cap, with aluminum cap marked:

T2N R3E
1/4 —811
s14

1992

Deposit the marked stone alongside the aluminum post.

S. 89° 25.9' W. between sections 11 and 14.
Point for the W 1/16 section comer of sections 11 and 14.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 14 ins. in the ground to bedrock, and in
a mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E

W 1/16 -S11_
S14

1992

Point for the witness point at intersection with the east right-of-way line of Utah State
Highway No. 65 and Parcel 2B of the Bureau of Reclamation Plat.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, in a
mound of stone, with 3 ft. base, to top of aluminum cap marked:

WP
S11
s14

1992

Set a steel fence post alongside the aluminum post.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T.2N,R. 3E,, SALT LAKE MERIDIAN, UTAH

This comer will also function as Angle Point No. 1 of the East Canyon Reservoir Boundary
through section 11.

True point for the corner of sections 10, 11, 14, and 15; not monumented.

N. 0° 24.8' W. between sections 10 and 11.

Point for the S 1/16 section corner of sections 10 and 1 1, falls in East Canyon Reservoir; not
monumented.

Point for the 1/4 section corner of sections 10 and 1 1, at proportionate distance, falls in East
Canyon Reservoir; not monumented.

Point for the N 1/16 section comer of sections 10 and 1 1, falls in East Canyon Reservoir; not
monumented.

R R a2 22 S e SRS R SO RS AEEK:

The comer of sections 2, 3, 10, and 11, monumented with a quartzite, 16x14x10 ins., marked
% with 5 grooves on the S face and 2 grooves on the E face.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22 ins. in the ground to bedrock, in a
+ mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E
S3 S2
S10 Si1

1992

Deposit the marked stone alongside the aluminum post.

From the corner of sections 1, 2, 11, and 12.
S. 89° 39.7' W., between sections 2 and 11.

& Point for the E-E-E 1/256 section corner of sections 2 and 11.

%

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

# T2N R3E
5 s2

i E-E-E 1/256 —2& .
i s11

& 1995

x Corner is in an E and W fence line.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINEs, T. 2N, R. 3 E., SALT LAKE MERIDIAN, UTAH

CHAINS
20.016 & Point for the E 1/16 section corner of sections 2 and 11.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E
E 1/16 —S2
S11

1995

R T SRS

40.032 3 Point for the 1/4 section corner of sections 2 and 11, at proportionate distance; there is no

remaining evidence of the original corner.

SRR

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, in a
mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E

1/4 —S2._
sS11

1995

&
g
.
#
i
|
:
%
.
:
#

R

Deposit a Deep 1 Magnet at base of aluminum post.

R SRR AR LR

Corner is located on ESE slope covered with sagebrush and native grasses.
Set a steel fence post alongside the aluminum post.

60.048 :: Point for the W 1/16 section comner of sections 2 and 11, falls in west lane of State Highway

No. 65, bears NNE and SSW.

Set a railroad spike in the asphalt road with indentation on top of spike.

80.064 § The comer of sections 2, 3, 10, and 11.

-
S
:
#
&
&
we
&
&
&
k]
W
w
i 23
&
kS
&
by

N. 2°04.0'E., between sections 2 and 3.

10.072

Point for the S-S 1/64 section corner of sections 2 and 3.

PR R

R R B TR

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 14 ins. in the ground to bedrock, in a
mound of stone, 3 ft, base to top of aluminum cap marked:

T2N R3E
S-S 1/64

s3 | s2
1995

# Comner is located on W slope in grass.

20.144
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 2N, R. 3 E., SALT LAKE MERIDIAN, UTAH

40.288

The 1/4 section corner of sections 2 and 3, monumented with a quartzite, 12x10x10 ins.
firmly set and marked 1/4 on the W face,

AR

S

R e A S B R RS e S A0

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:
T2N R3E
1/4
s3 | s2
& 1995

i

O R R R B BRSO o aomsssssoersrssss

2RI

fé Deposit the marked stone alongside the aluminum post.

Raise a mound of stone, 3 ft. base, 2 ft. high, W of the corner.

Corner is located about 75 lks. E of draw, draining S.

R RIS

s

N. 0° 53.9' E., beginning new measurement.

IR

39.910 i The original witness corner of sections 2 and 3 on the offset line for the north boundary, of
the 1881 survey, monumented with a quartz stone, 18x10x10 ins., set in a mound of stone
and marked with 2 grooves on E face, 4 grooves on W face, and 6 grooves on the N and S

faces.

SRR

SRS

SRRRIEELE R

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 6 ins. in the ground to bedrock, in a
mound of stone, 5 ft. base, to top of aluminum cap marked:

we
T2N R3E
s3 | s2

1995

R R R R P TR RSSO

Deposit a Deep 1 Magnet at base of aluminum post.
Deposit the marked stone alongside the aluminum post.

Corner is located on steep E slope in scattered mahogany and native grass.

From the corner of sections 14, 15, 22, and 23.

G
:
:
.

N. 89°03.8' W. between sections 15 and 22.

R

19.864 Point for the E 1/16 section corner of sections 15 and 22.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
# cap marked:

"
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LmES, T. 2N, R. 3 E,, SALT LAKE MERIDIAN, UTAH

: T2N R3E
= S15
g E 1/16 —S13_
§ 522
g 1995
{ Set a steel fence post alongside the aluminum post.
=
: ¢
{ z Corner is located on NW slope in sage and grass.
i i
39.728 ?E: The 1/4 section corner of sections 15 and 22, monumented with a sandstone, 16x12x8 ins.,
% plainly marked 1/4 on the N face.
© At the corner point
%:é-
f‘c Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
’ cap marked:
T2N R3E
1/4 813
822
1992

Deposit the marked stone alongside the aluminum post.

R R o SRR B

R R e R

B

From the point for the section corner of sections 10, 11, 14, and 15; not monumented.

N. 89° 29.4' W. between sections 10 and 15.

19.468 : Point for the E 1/16 section comer of sections 10 and 15; falls in East Canyon Reservoir; not
monumented.
34.069 : Point for the W-W-E 1/256 section corner of sections 10 and 15.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, and in
a mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E
W-W-E 1/256 —S10_
/ S15

1995

Set a steel fence post alongside the aluminum post.

© Corner is located on steep ENE slope in sage and scattered oak.

38.936

The 1/4 section corner of sections 10 and 15, monumented with a quartzite, 12x10x8 ins.,
plainly marked 1/4 on the N face.

5
el
ot
&
&
d
i
S
S
i
&

At the comer point
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNEs, T. 2N, R. 3 E., SALT LAKE MERIDIAN, UTAH

B R e — SRR

ECHAINS

22

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a collar of
stone, with aluminum cap marked:

T2N R3E
1/4 —S10_
S15
1992

R R AR RSB S

R SRR

22

Deposit the marked stone alongside the aluminum post.

From the 1/4 section corner of sections 9 and 10, monumented with a quartzite, 18x8x8 ins.,
firmly set and marked 1/4 on the W face.

2
3
&
=

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

T2N R3E
1/4
s9 | s10
1995

R

Deposit the marked stone alongside the aluminum post, with a Deep 1 Magnet at base.

REREEELIRD

Corner is located on a NNW slope covered with oak.

IR

N. 1°43.8' W., between sections 9 and 10.

2RI

R P B R R B R B O A B S R SRRt

20.647

Point for the N 1/16 section corner of sections 9 and 10; not monumented.

41.294 @ The comer of sections 3, 4, 9, and 10, monumented with a 1/2 in. rebar, 18 ins. long, in a
mound of stone. There were no marked stones found. This rebar is accepted as the best

available evidence of the position of the original corner.

SRR

SRR

At the comer point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

R B S o SRS SRS S A s

T2N R3E

S4 S3

S9 s10
1995

Deposit the rebar inside the aluminum post.

Comner is located on steep SW slope in scattered oak and sagebrush.

i
&
&

%

@
#
-
3
i
%ég
:
&
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19.648

24.560

39.296

58.944

78.592

39.049
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T.2N,R. 3 E., SALT LAKE MERIDIAN, UTAH

From the corner of sections 2, 3, 10, and 11.

N. 89° 40.9' W, between sections 3 and 10.

Point for the E 1/16 section comer of sections 3 and 10; not monumented.
Point for the E-W-E 1/256 section corner of sections 3 and 10,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
E-W-E 1/256—S3
S10

1995

Corner is located on steep ESE slope in sagebrush and native grass.

Point for the 1/4 section corner of sections 3 and 10, at proportionate distance; there is no
remaining evidence of the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, in a
mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E
1/4—S83
s10
1995

Comner is located on rocky ESE slope.

Point for the W 1/16 section corner of sections 3 and 10; not monumented.

E
§
&
e
E:
i
#
g
&
#
#
.
;j;g
¢
&
B
#
#
&
#

The corner of sections 3, 4, 9, and 10.

N. 0° 53.4'E., between sections 3 and 4.

Point for the 1/4 section corner of sections 3 and 4, at proportionate distance; there is no
remaining evidence of the original comner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18 ins. in the ground to bedrock, in a
mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E
1/4
s4 | s3
1995

Corner is located on SE slope covered with oak and sagebrush.

R R R R R R T oS SRRy
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 2N, R. 3 E,, SALT LAKE MERIDIAN, UTAH

S

The original witness corner of sections 3 and 4 on the offset line for the north boundary, of
the 1881 survey, monumented with a quartz stone, 18x10x8 ins., firmly set and marked with
grooves on the faces, 3 each on E and W, and 6 each on N and S.

At the corer point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

wC
T2N R3E
s4 | s3
1995
Deposit the marked stone alongside the aluminum post.
Raise a mound of stone, 4 ft. base, 2 ft. high, W of the corner.

Comner is located on rocky W slope, about 30 Lks. W of top of spur, bears N and S.

The Subdivision of Section 2,
T.2N,R. 3 E,, Salt Lake Meridian, Utah

From the 80 1/16 section corner and witness monument of sections 1 and 2.

S. 89° 37.5' W., along the offset line for the north boundary in section 2, of the 1881 survey.

Point for the witness 1/4 section corner on the offset line for the north boundary of section
2 of the 1881 survey, at proportionate distance; there is no remaining evidence of the original
corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:
wC
T2N R3E
1/4
s2
1995

Raise a mound of stone, 3 ft. base, 1/2 fi. high, N of the corner.

Corner is located on SE slope covered with sagebrush, native grass, and scattered oak.

The witness corner on offset line for the north boundary of sections 2 and 3.
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THE SUBDIVISION OF SECTION 2,
T.2N,R. 3E., SALTLAKE MERIDIAN, UTAH

From the 1/4 section corner of sections 2 and 11.

kS

5
kS
5
i
K
#
#

20.095 i Point for the center S 1/16 section corner; not monumented.

N. 1° 07.3'E,, on the N-S center line of section 2.

40.190 : Point for the center 1/4 of section comer of section 2, at intersection with the E-W center
% line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, in a
* mound of stone, 4 ft. base, to top of aluminum cap marked:

T2N R3E
c 1/4
s2
1995

i Corner is located on WSW slope in sagebrush and native grass.

80.204 |

The witness 1/4 section corner on the offset line for the north boundary of section 2.

’ From the 1/4 section comer of sections 1 and 2.

¢ S.89°46.3'W., on the E-W center line of section 2.
Point for the center E 1/16 section corner; not monumented.

19.88S5 -

39.770

The center 1/4 section corner of section 2.

59.448 |

>
"}
#
&
i
#
5
B
K]
z:

Point for the center W 1/16 section corner of section 2; not monumented.

79.126 :

The 1/4 section comer of sections 2 and 3.

From the E 1/16 section corner of sections 2 and 11.

N 0°56.2' E., on the N-S center line of the SE 1/4 of section 2.

10.037 |

. Point for the center S-SE 1/64 section corner; not monumented.

20.074 ; P int for the SE 1/16 section corner at intersection with the E-W center line of the SE 1/4;
not monumented.

40.149 ;

- Point for the center E 1/16 section corner of section 2; not monumented.

R e o

feraex
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THE SUBDIVISION OF SECTION 2,
T.2N, R. 3E,, SALT LAKE MERIDIAN, UTAH

From the point for the S 1/16 section corner of sections 1 and 2; not monumented.

SRR

2530

S. 89°43.0' W., on the E-W center line of the SE 1/4 of section 2.

19.950

Point for the SE 1/16 section comner; not monumented.

39.900 : Point for the center S 1/16 section corner of section 2; not monumented.

R S R S TRty

R

From the point for the S-S 1/64 section corner of sections 1 and 2; not monumented.

¢ S. 89° 41.3' W., on the E-W center line of the SE 1/4 of the SE 1/4 of section 2.

N Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
& cap marked:

T2N R3E
C-E-SE-SE 1/256
S2
1995

? Corner is located about 1.06 chs. distance E of a draw, draining SSE and on a SW slope in
¢ native grass and sagebrush.

9.992 : Point for the SE-SE 1/64 section comner.

© Setan aluminum post, 30 ins. long, 2 1/2 ins. diam., 28 ins. in the ground, with aluminum
i T2N R3E

% SE-SE 1/64

S2

1995

Deposit a Deep 1 Magnet at base of aluminum post.

Corner is located 3 lks. N of a dirt road, which bears E and W, and 1.06 chs. W of State
Highway No. 65, bears NNE and SSW.

19.984 | The point for the center S-SE 1/64 section corner of section 2; not monumented.

From the E-E-E 1/256 section corner of sections 2 and 11.

N. 0° 48.0' E., on the N-S center line of the SE 1/4, of the SE 1/4, of the SE 1/4 of section

10.030 © The center E-SE-SE 1/256 section corner of section 2.

Roosaear s
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THE SUBDIVISION OF SECTION 2,
T.2N,R. 3E,, SALT LAKE MERIDIAN, UTAH

ECHAINS i
? % From the SE-SE 1/64 section corner of section 2.

R

5

SR

22

R

S.45°11.2'W.,, on the East Canyon Reservoir Boundary Line.

&

}< The E 1/16 section corner of sections 2 and 11.

14.316

From the W 1/16 section corner of sections 2 and 11.

R R IR

N. 1°35.7'E., on the N-S center line of the SW 1/4 of section 2.

%

S . .
10.084 53 Point for the center S-SW 1/64 section corner.

§ Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum

% cap marked:

T2N R3E
C-S-SW 1/64
s2
1995

Raise a mound of stone, 3 ft. base, 2 ft. high, W of the corner.

20.168 i Point for the SW 1/16 section corner, at intersection with the E-W center line of the SW 1/4;

not monumented.

R e

40.336

Point for the center W 1/16 section corner of section 2; not monumented.

i From the point for the center S 1/16 section corner of section 2; not monumented.

S. 89°43.0' W, on the E-W center line of the SW 1/4 of section 2.

19.597

The point for the SW 1/16 section corner;, not monumented.

£ 39,194

Point for the S 1/16 section corner of sections 2 and 3; not monumented.

K
@
¥

22

R

RSB IIIEEX

SRR

From the center S-SW 1/64 section corner of section 2.

S. 89°41.3' W. on the E-W center line of the SW 1/4 of the SW 1/4 of section 2.

19.806 & The S-S 1/64 section corner of sections 2 and 3.

RS 0 o SR R

eI
B R S LRI
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39.720 |

79.440 |

19.830

39.660

79.534

19.962
39.924
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THE SUBDIVISION OF SECTION 3,
T.2N,,R. 3 E, SALT LAKE MERIDIAN, UTAH

The Subdivision of Section 3,
T.2 N, R 3 E,, Salt Lake Meridian, Utah

R AL

. From the witness corner of sections 2 and 3, for the north boundary offset line, of the
i township.

SIS

R

S. 89°22.7' W., along the offset line for the north boundary in section 3, of the 1881 survey.

+ Point for the witness 1/4 section corner on the offset line for the north boundary of section
’: 3 of the 1881 survey, at proportionate distance; there is no remaining evidence of the original
& corner.

© Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 4 ins. in the ground to bedrock, in a
mound of stone, 4 ft. base, to top of aluminum cap marked:

WC
1/4 s3
1995

Corner is located on steep S slope in scattered oak and sagebrush.

i The witness corner on the offset line for the north boundary of sections 3 and 4.

gf From the 1/4 section corner of sections 3 and 10.
f N. 1°11.3'E., on the N-S center line of section 3.
© Point for the center S 1/16 section corner of section 3; not monumented.

Point for the center 1/4 section corner of section 3, at intersection with the E-W center line;
not monumented.

The witness 1/4 section corner on the offset line for the north boundary of section 3.

From the 1/4 section corner of sections 2 and 3.

S. 89°26.2' W., on the E-W center line of section 3.

TR R SRR SRS Rs

Point for the center E 1/16 section corner; not monumented.

Point for the center 1/4 section corner of section 3; not monumented.

RS

200 S R R RS

The 1/4 section corner of sections 3 and 4.
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THE SUBDIVISION OF SECTION 3,
T.2N,,R. 3 E, SALT LAKE MERIDIAN, UTAH

From the point for the E 1/16 section corner of sections 3 and 10; not monumented.

N. 1°37.7'E., on the N-S center line of the SE 1/4 of section 3.
Point for the center S-SE 1/64 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-3-SE 1/64
s3
1995

Point for the SE 1/16 section corner, at intersection with the E-W center line of the SE 1/4
of section 3; not monumented.

Point for the center E 1/16 section corner; not monumented.

¢ From the point for the S 1/16 section corner of sections 2 and 3; not monumented.

¢ S.89°52.7 W., on the E-W center line of the SE 1/4 of section 3.

Point for the center E-E-SE 1/256 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
% cap marked:

T2N R3E
C-E-E-SE 1/256
s3
1995

Corner is located on a grassy SSW slope about 30 lks. E of a steep drop off.

Point for the center W-E-SE 1/256 section corner. -

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-W-E~SE 1/256
S3
1995

Corner is located on a steep NE slope in sagebrush, native grass, and oak brush, 8 lks. S of
small draw, drains SE.

Point for the SE 1/16 section corner of section 3; not monumented.
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THE SUBDIVISION OF SECTION 3,
T.2N,,R.3E., SALT LAKE MERIDIAN, UTAH

;: 39.608 % Point for the center S 1/16 section corner of section 3; not monumented.
i fé From the S-S 1/64 section corner of sections 2 and 3.
& N.89°54.1'W,, on the E-W center line of the SE 1/4 of the SE 1/4 of section 3.
§ 4.931 % Point for the center E-SE-SE 1/256 section corner.
’: & Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
% cap marked:
. T2N R3E
i C-E-SE-SE 1/256
S3
1995

19.724

The center S-SE 1/64 section corner of section 3.

AR R SIS

SRS

From the center E-SE-SE 1/256 section corner of section 3.
N. 1°57.4'E., on the N-S center line of the NE 1/4 of the SE 1/4 of the SE 1/4 of section 3.

10.052

The center E-E-SE 1/256 section corner of section 3.

5%

From the center W-E-SE 1/256 section corner of section 3.

S.27° 38.0' W., on East Canyon Reservoir Boundary Line.

11.287

The center S-SE 1/64 section comer of section 3.

R B R R R R R B B B B S R S PR rssoess

B R R O R R SRSy

S.27°32.8' W, on the East Canyon Reservoir Boundary Line.

11.235 @ The E-W-E 1/256 section corner of sections 3 and 10.

The Subdivision of Section 10,
T.2 N, R. 3 E,, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 10 and 15.

N. 0° 40.6' W., on the N-S center line of section 10.

19.854

: Point for the center S 1/16 section corner; not monumented.
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THE SUBDIVISION OF SECTION 10,
T.2N,R. 3E, SALT LAKE MERIDIAN, UTAH

.

CHAINS

Tetote
Z

B 4
¢ 39.708 = Point for the center 1/4 section comer of section 10, at intersection with the E-W center line.
~,== ¢ Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
# § cap marked:
#
5 g T2N R3E
: . c 1/4
¥ & S10
¢ ? 1995
§ & Deposit 2 Deep 1 Magnets at base on E and W side of aluminum post.
# & . .
% % Corner is located on steep N slope in oak.
i 49.908 : Point for the center S-N 1/64 section corer falls in East Canyon Reservoir; not monumented.
:E::: k<3

22

60.108 § Point for the center N 1/16 section corner falls in East Canyon Reservoir; not monumented.

65.208 i Point for the center S-N-N 1/256 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E
c
S-N-N 1/256 | s10
c
1995

% Corner is located on steep S slope in sagebrush and native grass.

80.508

The 1/4 section corner of sections 3 and 10.

From the point for the 1/4 section corner of sections 10 and 1 1; not monumented.

& S. 89° 36.8' W., on the E-W center line of section 10.
39.112 i The center 1/4 section corner of section 10.
58.384

\ Point for the center W 1/16 section corner; not monumented.

77.656 i The 1/4 section corner of sections 9 and 10.

From the point for the S 1/16 section comer of sections 10 and 11; not monumented.
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THE SUBDIVISION OF SECTION 10,
T.2N.,R 3 E, SALT LAKE MERIDIAN, UTAH

DRI

"HAINS
£ N. 89°57.2' W, on the E-W center line of the SE 1/4 of section 10.

R
cos

34.146 % Point for the center W-W-SE 1/256 section corner.
,@ Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
& cap marked:
% T2N R3E
i C-W-W-SE 1/256
S10
1985

’ Raise a mound of stone, 2 ft. base, 1 1/2 ft. high, W of the corner.
¢ Set a steel fence post alongside the aluminum post.
Corner is located on E slope in sagebrush and native grass.

39.024 |

Point for the center S 1/16 section corner of section 10; not monumented.

From the W-W-E 1/256 section corner of sections 10 and 15.
N. 0°38.6' W., on the N-S center line of the W 1/2 of the SW 1/4 of the SE 1/4 of section 10.

19.892 | The center W-W-SE 1/256 section corner of section 10.

N. 14°26.0' W., on the East Canyon Reservoir Boundary Line.

20.511

The center 1/4 section corner of section 10.

From the point for the center W 1/16 section corner of section 10.
N. 1° 12.2' W,, on the N-8 center line of the NW 1/4 of section 10.

10.253 § Point for the center S-NW 1/64 section corner; not monumented.

R P PSR PR S SRR

20.506

s

Point for the NW 1/16 section comer, at intersection with the E-W center line of the NW 1/4;
not monumented.

25.633

Point for the center S-N-NW 1/256 section corner; not monumented.

R

22

41.014  Point for the W 1/16 section corner of sections 3 and 10; not monumented.

D2

RLR

kS
B




415

26

THE SUBDIVISION OF SECTION 10,
T.2N,,R. 3 E,, SALT LAKE MERIDIAN, UTAH

,%5 From the point for the center N 1/16 section corner of section 10, not monumented.
i

&

S. 89° 58.0' W., on the E-W center line of the NW 1/4 of section 10.

12.160 | Intersect the East Canyon Reservoir Boundary Line on W side of reservoir; not monumented.

v 19.456 i Point for the NW 1/16 section corner; not monumented.

. 38916

Point for the N 1/16 section corner of sections 9 and 10; not monumented.

From the center S-N-N 1/256 section corner of section 10.

N. 89°56.7'W., on the E-W center line of the S 1/2 of the NE 1/4 of the NW 1/4 of section
10.

12.190 :; Point for the center E-SW-NE-NW 1/1024 section corner section 10.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 23 ins. in the ground to bedrock, in a
mound of stone, 2 ft. base, to top aluminum cap marked:

1/1024
s10
1995

19.504

Point for the S-N-NW 1/256 section corner in section 10; not monumented.

From the point for the center S-N 1/64 section corner of section 10; not monumented.

K]
&
&
£
@
&
<3
)
s
kS
#
5
K
&
i
o
:

S. 89°47.4' W., on the E-W center line of the SE 1/4 of the NW 1/4 of section 10.
9.684 : Point for the SE-NW 1/64 section comner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground to bedrock, in a
mound of stone, 2 1/2 ft. base to top of aluminum cap marked:

SRRSO

%

% T2N R3E

# SE-NW 1/64
S10
1995

Corner is located on a steep N slope in oak, mahogany and sagebrush.

R BB e R

12.105 3 Point for the center E-W-SE-NW 1/1024 section corner of section 10.

R R e R

2055

% Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 15 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:
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19.368

10.233

15.350

14.122

31.925

40.358
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THE SUBDIVISION OF SECTION 10,
T.2N,,R. 3 E, SALT LAKE MERIDIAN, UTAH

1/1024
slo0
1995

Corner is located on a rocky steep NNW slope covered with oak and sagebrush S of dam.

Point for the center S-NW 1/64 section corner of section 10; not monumented.

From the center E-W-SE-NW 1/1024 section corner of section 10.

N. 1°00.3' W., on the N-S center line of the E 1/2 of the W 1/2 of the E 1/2 of the NW 1/4
of section 10.

Intersect the E-W center line of the NW 1/4; not monumented.

The center E-SW-NE-NW 1/1024 section corner of section 10.

From the center 1/4 section corner of section 10.

N. 43° 58.1' W., on the East Canyon Reservoir Boundary Line.

The SE-NW 1/64 section corner of section 10,

The Subdivision of Section 11,
T.2 N, R. 3 E,, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 11 and 14.

N. 0° 23.6' W., on the N-S center line of section 11.

Intersect the East Canyon Reservoir Boundary Line; not monumented.

R e e e o o L L T IR B

B R aa B R e T Ao

Point for the center 1/4 section comer of section 11, at intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

T2N R3E
Cc 1/4
s11
1995

Placed a large boulder, 24x24x18 ins., on the W side of corner,
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THE SUBDIVISION OF SECTION 11,
T.2N, R 3 E, SALT LAKE MERIDIAN, UTAH

Corner is located 12 lks. E of high water mark of East Canyon Reservoir on a W slope
covered with sagebrush and native grass.

60.418 & Point for the center N 1/16 section corner; not monumented.

70.448 i Point for the center N-N 1/64 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E

%
5
i
i
&
?:
#
&
%
&
#
]

N-N 1/64 S11

Q-—aQ

1

\Xe}

95

z Corner is located on an ESE slope in sagebrush and native grass.

80.478 |

: The 1/4 section corner of sections 2 and 11.

From the 1/4 section corner of sections 11 and 12.
S. 89°22.1'W., on the E-W center line of section 11.

19.942

Point for the center E 1/16 section corner; not monumented.

30.644

Intersect the East Canyon Reservoir Boundary Line; not monumented.

39.884

The center 1/4 section corner of section 11.

$9.893 : Point for the center W 1/16 section corner, falls in East Canyon Reservoir; not monumented.

79.902

Point for the 1/4 section corner of sections 10 and 11; not monumented.

From the point for the center E 1/16 section comer of section 11; not monumented.

N. 0° 17.0' W., on the N-S center line of the NE 1/4 of section 11.

R B R R T R R R R B R O RO i

12.384 i Intersect the East Canyon Reservoir Boundary Line, on a curve to the left; not monumented.

20.008 : Point for the NE 1/16 section corner, at intersection with the E-W center line of the NE 1/4
of section 11; not monumented.
30.012 ; Point for the center N NE 1/64 section corner, falls in East Canyon Reservoir, not

monumented.

B e S o E o

B R R SRS
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THE SUBDIVISION OF SECTION 11,
T.2N,,R. 3 E., SALT LAKE MERIDIAN, UTAH

| CHAINS
i‘é
% 40.016 & The E 1/16 section corner of sections 2 and 11.

From the point for the N 1/16 section corner of sections 11 and 12; not monumented.

S. 89°30.9' W., on the E-W center line of the NE 1/4 of section 11.
18.311 § Intersect the East Canyon Boundary Line; not monumented.

19.980

RO RS AR SR IEARTIRoR

s

Point for the NE 1/16 section corner; not monumented.

39.960  Point for the center N 1/16 section corner of section 1 1; not monumented.

From the point for the center N-NE 1/64 section corner of section 11; not monumented.

&
i
o
:.g":

S. 89°35.3' W., on the E-W center line of the NW 1/4 of the NE 1/4 of section 11.
9.999 :: Point for the NW-NE 1/64 section corner of section 11.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E
NW-NE 1/64
s11
1995

Cormner is located on SE slope in sagebrush and native grass.

% ‘::1:1#:tlm&::::::f:%:i:::1:1:1:35:&::::3&1:1:323:2155:1.‘1:3#:::~’:::7.’-:1:::?:3:1:I:Z:Wﬁ::".::::::1:::::1%&mw21:7:'-‘.$#?QR‘:::?mm%:w&zﬁzﬁﬁwﬁﬂfﬁzmﬁ%W}Sﬂk%&&:%ﬂ#f#%ﬁﬁﬁi. 2

19.998 i

The center N-N 1/64 section corer of section 11.

R

From the E 1/16 section corner of sections 2 and 11.

S. 44°38.1' W, on the East Canyon Reservoir Boundary Line.

LD TR

R R R R R

14.160 & The NW-NE 1/64 section corner of section 11.

From the point for the center W 1/16 section comer of section 11; not monumented.

%

N. 0° 24.2' W., on the N-S center line of the NW 1/4 of section 11.

20.110 ¢ Point for the NW 1/16 section comer, at intersection with the E-W center line of the NW 1/4

of section 11; not monumented.

R

i

30.165

Point for the center N-NW 1/64 section comer of section 11.
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THE SUBDIVISION OF SECTION 11,
T.2N, R 3 E, SALT LAKE MERIDIAN, UTAH

S R B e T SR R R

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground to bedrock, and in
a collar of stone, with aluminum cap marked:

T2N R3E
C-N~-NW 1/64
s11
1995

The W 1/16 section corner of sections 2 and 11.

From the point for the center N 1/16 section corner of section 11; not monumented,

S. 89°30.9' W., on the E-W center line of the NW 1/4 of section 11.
The point for the NW 1/16 section corner; not monumented.

Point for the N 1/16 section corner of sections 10 and 11 ; not monumented.

From the center N-N 1/64 section corner of section 11.

&-':3:-"5:?:1:355:35:".3.‘1:151-}%3&:&%%:‘:&?&’2&2‘55:1:‘}’.":'4‘:'{'-:;:??:35:%ﬁi1."‘.&::::3:3:3.1’5:::1."-:323*::4'::2::::1:&%‘%:zftkﬁﬁﬁﬁﬁ&:::ﬂiﬁﬁz&m&%ﬁ%#:

S. 89°35.3' W., on the E-W center line of the NE 1/4 of the NW 1/4 of section 1 1.

The center N-NW 1/64 section corner of section 11,

SLARILDTLEE

Survey of a Portion of the Boundary of the East Canyon
Reservoir Through Section 11,
T. 2N, R. 3 E,, Salt Lake Meridian, Utah

SRR

SRR

From the witness point between sections 11 and 14, on the East Canyon Reservoir Boundary
© Line. This comer will also function as Angle Point No. 1, herinbefore described.

25

22

5

f* Thence N. 25° 04.8' W., on the East Canyon Reservoir Boundary Line through section 11.

Point for Angle Point No. 2.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B

AP-2 (S 11

1995

R e e L e R oL

Set a steel fence post alongside the aluminum post.
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SURVEY OF A PORTION OF THE BOUNDARY OF THE EAST CANYON

RESERVOIR THROUGH SECTION 11,
T.2N,,R. 3 E,, SALT LAKE MERIDIAN, UTAH

R SRR

| . Thence N. 16° 07.3'E., on the ECR-Bdy.

12.491

Point for Angle Point No. 3, identical to the P.C. of curve.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B

AP-3
/r\\.sll

1995

Set a steel fence post alongside the aluminum post.

R R R R o o o SRRSO

Thence on curve to right, with:
Delta=31° 34' 47", R =10.681, T=3.020, L = 5.887,
CB=S.81°00.0'E, and C = 5.813.

B

BRI LR

SRR

5.887 | Point for Angle Point No. 4, identical to the P.T. of curve.

| et an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
& cap marked:

ECR-B
AP-4

Sl]/\

1995

ST

R R S R e Koo o

Set a steel fence post alongside the aluminum post.

Thence S. 65° 12.8' E., on the ECR-Bdy.

4.880  Point for Angle Point No. 5, identical to the P.C. of curve.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B
AP-5
ST1

1995

R IR,

R R R R

Set a steel fence post alongside the aluminum post.

Thence on curve to left, with:
Delta=109°07'49", R =6.818, T = 9.582, L = 12.986,
CB=N.60°13.6'E,and C=11.110.

22

% Point for Angle Point No. 6, identical to the P.T. of curve.

a2
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SURVEY OF A PORTION OF THE BOUNDARY OF THE EAST CANYON
RESERVOIR THROUGH SECTION 11,
T.2N,R.3E,, SALT LAKE MERIDIAN, UTAH

R

R R g e S

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B

AP—?/) S11

1995

R R R LR s S e SR e

Set a steel fence post alongside the aluminum post.

i

i Thence N. 5° 39.2'E., on the ECR-Bdy.

2.112 : Point for Angle Point No. 7, identical to the P.C. of curve.

RELELREES

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

RO LLER I

ECR-B
AP-7 s11
1995

Set a steel fence post alongside the aluminum post.

Thence on curve to right, with:
Delta=41°25'37",R=7.064, T=2.671,L=5.107,
CB=N.26°22.4'E, and C = 4.997.

§.107 ; Point for Angle Point No. 8, identical to the P.T. of curve.

*

R PR R AT SRS

é cap marked:
. ECR-B
¢ Ap-8 { sl1
5
1995

RN

Set a steel fence post alongside the aluminum post.

L2

Thence N. 47° 05.5' E., on the ECR-Bdy.

3.632

Intersect the N-S center line; not monumented.

16.168

Intersect the E-W center line; not monumented.

19.383 : Point for Angle Point No. 9, identical to the P.C. of curve.

o R R B AR

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
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SURVEY OF A PORTION OF THE BOUNDARY OF THE EAST CANYON
RESERVOIR THROUGH SECTION 1 1,
T.2N,R. 3 E, SALT LAKE MERIDIAN, UTAH

i

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 16 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

ECR~B
AP-9 s1l
1995
Thence on a curve to left, with:

Delta = 18° 24' 54", R =47.194, T = 7.650, L = 15.168,
CB=N.37°53.3'E, and C = 15.103.

Intersect the N-S center line of the NE 1/4; not monumented.

Point for Angle Point No. 10, identical to the P.T. of curve.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B
AP-10 p s11
1995

Set a stee] fence post alongside the aluminum post.

Thence N. 2°05.7'E., on the ECR-Bdy.

i Point for Angle Point No. 11.

: Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B
AP-11 <Sll
1995

Set a steel fence post alongside the aluminum post.

Thence N. 28° 40.8'E., on the ECR-Bdy.
¢ Intersect the E-W center line of the NE 1/4; not monumented.

Point for Angle Point No. 12.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

R B R R T R T R R B O R R B R R R S S P oSBT P S S miaosis R R o e R RS
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SURVEY OF A PORTION OF THE BOUNDARY OF THE EAST CANYON
RESERVOIR THROUGH SECTION 11,
T.2N,R. 3 E,, SALT LAKE MERIDIAN, UTAH

“CHAINS

&

': & ECR-B

AP-12 Kn

1995

B2

O PRSRRSSSSSTEaRass o essss

Set a steel fence post alongside the aluminum post.

Thence N. 55° 14.8' E. on the ECR-Bdy.

S.082  Point for Angle Point No. 13.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B

AP—lB)Sll

1995

R o R B SRR A T

Thence N. 28° 41.0' E. on the ECR-Bdy.

1.515 § Point for Angle Point No. 14,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B

kg
#
#
#
i
#
w
&

AP-14 As11
1995

Set a steel fence post alongside the aluminum post.

Thence N. 23° 35.8' E. on the ECR-Bdy.

3.915 i The E-E-E 1/256 section comner of sections 2 and 11.
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The Subdivision of Section 14,
T.2 N, R. 3 E,, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 14 and 23.

RRRRRRRS

;, N. 0° 10.3'E., on the N-8 center line of section 14.

10.094 E‘ Point for the center S-S 1/64 section corner; not monumented.
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THE SUBDIVISION OF SECTION 14,
T.2N,R. 3 E, SALT LAKE MERIDIAN, UTAH

SRR

o

20.188 Point for the center S 1/16 section corner; not monumented.

BRLZIRI

40.376 & Point for the center 1/4 section corner at the intersection with the E-W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 23 ins. in the ground, with aluminum
cap marked:

S e B 5

R o R SR oo R RO

T2N R3E
C 1/4 814
1992

Raise a mound of stone west of the corner.

The 1/4 section corner of sections 11 and 14.

rom the 1/4 section corner of sections 13 and 14, monumented with a sandstone, 12x6x6
ins., plainly marked with 1/4 on W face.

RERRBXILIIIIEL

At the corer point

2

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
1/4
s14 | si3
1992

SRR

2

IR

Comer is located in N and S fence line.

SRR

SRR

S. 89° 34.5' W, on the E-W center line of section 14.
The center 1/4 section corner of section 14.

Point for the center W 1/16 section corner of section 14.

O R RS

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

g«; T2N R3E
i c __wi/16 c
g sS14

1992

Raise a mound of stone N of the corner.
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THE SUBDIVISION OF SECTION 14,
T.2N,,R.3E., SALT LAKE MERIDIAN, UTAH

5; Point for the 1/4 section corner of sections 14 and 15; not monumented.
%

B

From the W 1/16 section corner of sections 14 and 23,

N. 0°08.1' W., on the N-S center line of the SW 1/4 of section 14.
Point for the center S-SW 1/64 section corner of section 14.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

S

T2N R3E
C-S-SW 1/64
sS14
1995

Set a steel fence post alongside aluminum post.

R

22

+ Point for SW 1/16 section comer at intersection with the E-W center line of the SW 1/4 of
section 14.

é Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
¢ cap marked:
: T2N R3E
# SW 1/16
S14
1982

Raise a mound of stone south of the corner.

The center W 1/16 section corner of section 14.

From the point for the center S 1/16 section corner of sections 14; not monumented.

S. 89° 43.3' W, on the E-W center line of the SW 1/4 of section 14.

RO R R S A e B RS LI o R s

SRR

PSR AO Ry

SRR

Point for the center E-E-SW 1/256 section comner of section 14.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-E-E-SW 1/256
S1l4
1995
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THE SUBDIVISION OF SECTION 14,
T.2N,R.3E, SALTLAKE MERIDIAN, UTAH

S s

e SR

Set a steel fence post alongside the aluminum post.

The SW 1/16 section corner.

Point for the S 1/16 section corner of sections 14 and 15; not monumented.

From the point for the center S-S 1/64 section corner of section 14; not monumented.

S. 89°47.9' W., on the E-W center line of the SE 1/4 of the SW 1/4.
Point for the center E-SE-SW 1/256 section corner.

Set an aluminum pipe, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-E-SE-SW 1/256
s14
1995

Set a steel fence post alongside the aluminum post.

The center S-SW 1/64 section corner.

From the center E-SE-SW 1/256 section corner of section 14.

N. 0° 05.7'E., on the N-S center line of the NE 1/4 of the SE 1/4 of the SW 1/4 of section
14.

The center E-E-SW 1/256 section corner.

From the center W 1/16 section corner of section 14.

N. 0° 08.1' W., on the N-S center line of the NW 1/4 of section 14.

The W 1/16 section corner of sections 11 and 14.

The Subdivision of Section 15,
T.2 N,,R. 3 E,, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 15 and 22.

N. 0° 06.9'E., on the N-S center line of section 15.
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THE SUBDIVISION OF SECTION 15,
T.2N,R.3E, SALTLAKE MERIDIAN, UTAH

! Point for the center S-S 1/64 section corner of section 15; not monumented,

Point for the center 1/4 section corner of section 15, at intersection with the E-W center line,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

T2N R3E
C 1/4

S15
1995

Set a steel fence post alongside the aluminum post.
Corner is located on E slope in sagebrush and native grass.

The 1/4 section corner of sections 10 and 15.

From the point for the 1/4 section corner of sections 14 and 15.

N. 89°22.9'W., on the E-W center line of section 15.
Point for the center E 1/16 section corner; not monumented.

Point for the center E-W-E 1/256 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-E-W-E 1/256
515
1995

R R R R R R B R R O SR R B AR ORI ssd R S R T P ST SRR

Set a steel fence post alongside the aluminum post.

SRR

& Corner is located on a NE slope in sagebrush and native grass.

222

2RI

From this comner, a 1/2 in. rebar with a yellow cap marked MT WEST SURV ROY UTAH,
bears S. 24° 05.6' W., 0.147 chs. dist.

%

58

R R R R R R RSy

Point for the center W-W-E 1/256 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:
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THE SUBDIVISION OF SECTION 15,
T.2N,,R. 3 E,, SALT LAKE MERIDIAN, UTAH

REBER

T2N R3E
C-W-W-E 1/256
s15
1995

Set a steel fence post alongside the aluminum post.
Comner is located on W slope in sagebrush and native grass.
The center 1/4 section corner of section 15.

The 1/4 section corner of sections 15 and 16, monumented with a sandstone, 16x12x8 ins.,
firmly set in a small mound of stone and plainly marked 1/4 on the W face.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 17 ins. in the ground to bedrock, and in
a mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E
1/4
S16 |s15
1995
Deposit the marked stone alongside the aluminum post.

Corner is located on SE slope in heavy oak.

From the center W-W-E 1/256 section corner of section 15.

N. 0°04.7'E., on the N-S center line of the W 1/2 of the W 1/2 of the NE 1/4 of section 15.

The W-W-E 1/256 section comer of sections 10 and 15.

From the E 1/16 section corner of sections 15 and 22.

N. 0° 09.7' W., on the N-S center line of the SE 1/4 of section 15.
Point for the center S-SE 1/64 section corner; not monumented.

Point for the center E 1/16 section comner of section 15; not monumented.

From the point for the center S-SE 1/64 section corner of section 15; not monumented.

N. 89° 08.5' W. on the E-W center line of the SW 1/4 of the SE 1/4 of section 15.

Point for the center E-SW-SE 1/256 section corner.
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THE SUBDIVISION OF SECTION 15,
T.2 N, R. 3 E,, SALT LAKE MERIDIAN, UTAH

SR IR SRS R

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-E-SW-SE 1/256
s15
1995

IR IR

RIREE

RIS

Set a steel fence post alongside the aluminum post.

Corner is located on E slope in sagebrush and native grass.

From this corner, a 1/2 in. rebar with a yellow cap marked MT WEST SURV ROY UTAH,
bears S. 52° 43.3' W., 0.202 chs. dist.

Point for the center S-S 1/64 section corner of section 15; not monumented.

From the E 1/16 section corner of sections 15 and 22.

N. 26° 16.5' W., on the East Canyon Reservoir Boundary Line.

The center E-SW-SE 1/256 section corner of section 15.

N. 0°05.5' W,, on the N-S center line of the E 1/2 of the W 1/2 of the SE 1/4 of section 15.

The center E-W-E 1/256 section corner of section 15.

The Subdivision of Section 22,
T.2 N,,R. 3 E. Salt Lake Meridian, Utah

From the N 1/16 section corner of sections 22 and 23.

R R R S R R R T R S R T R S S RS S S S A mSssss

| N.44°30.6' W., on the East Canyon Reservoir Boundary Line.

The E 1/16 section corner of sections 15 and 22.

The Subdivision of Section 23,
T. 2N, R. 3 E. Salt Lake Meridian, Utah

R R O R R R oo

: From the 1/4 section corner of sections 23 and 26.

e

s. N. 0° 30.9' W., on the N-S center line of section 23.

k]
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THE SUBDIVISION OF SECTION 23,
T.2N,R. 3 E, SALT LAKE MERIDIAN, UTAH

% Point for the center S 1/16 section corner; not monumented.

Intersect the East Canyon Reservoir Boundary Line; not monumented.

Point for the center 1/4 section comer of section 23, at intersection with the E-W center line,
not monumented.

R e R e

R

SRR

The 1/4 section corner of sections 14 and 23.

2

% From the 1/4 section corner of sections 23 and 24, monumented with a mound of stone in N
and S fence line. This position is accepted as the best available evidence of the original
corner position.

RS

At the comer point

e

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20 ins. in the ground to bedrock, in a
mound of stone, 3 ft. base, to top of aluminum cap marked:

T2N R3E
1/4
S23 | s24
1995

Corner is located about 15 lks. N of a small draw, draining NW.

e R R e e o e

N. 89° 40.5' W., on the E-W center line of section 23.

Point for the center 1/4 section comer of section 23; not monumented.

Intersect the East Canyon Reservoir Boundary Line; not monumented.

-
ke

B

EE‘:E
s
i
»

Point for the center W 1/16 section corner, falls in East Canyon Reservoir; not monumented.

Point for the center W-W 1/64 section comer.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-W-W 1/64
s23
1995

%
K
k3
]

Set a steel fence post alongside the aluminum post.

Cormer is located on E slope in sagebrush and native grass.

The 1/4 section corner of sections 22 and 23.
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THE SUBDIVISION OF SECTION 23,
T.2N,,R. 3 E,, SALT LAKE MERIDIAN, UTAH

S

: & From the W 1/16 section corner of sections 23 and 26.

% «

N. 0° 16.4' W, on the N-S center line of the SW 1/4 of section 23.

Set a steel fence post alongside the aluminum post.

%
19.714 % Point for the SW 1/16 section corner at intersection with the E-W center line of the SW 1/4.
§ Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
* cap marked:
.
% T2N R3E
§ SW 1/16
: 523
% 1995

Corner is located on E slope in sagebrush and native grass.

£
v‘n‘
%
.

39.428 & Point for the center W 1/16 section corner of section 23; not monumented.
g
=
i From the point for the center S 1/16 section comner of section 23; not monumented.
E . 89°27. 7' W., on the E-W center line of the SW 1/4 of section 23.
19.685 % The SW 1/16 section corner.
39.370 ;; Point for the S 1/16 section corner of sections 22 and 23; not monumented.

From the SW 1/16 section corner of section 23.
N 26° 34.8' W., on the East Canyon Reservoir Boundary Line in section 23.

22.106 The center W-W 1/64 section corner of section 23.

N. 26° 21.6' W., on the East Canyon Reservoir Boundary Line.

i
22.435 # The N 1/16 section comer of sections 22 and 23.

From the intersect point on the line of Angle Point No. 7 and Angle Point No. 8, with the
section line of sections 23 and 26; not monumented.

N 12° 11.1' W., on the East Canyon Reservoir Boundary Line.

18.195 Pomt for Angle Point No. 8, on ECR-Bdy.




SRR BT

o<

#
#
#
ES
&
B
#
#
&
=

2

&
i
#
2
#

19.362

22.733

38.803

29.194

34.251

432
43

THE SUBDIVISION OF SECTION 23,
T.2N,,R. 3E,, SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR~-B

AP—N s23

1995
Set a steel fence post alongside the aluminum post.

Corner is located on W slope in sagebrush and native grass.

Thence N. 15° 28.4' W., on the ECR-Bdy.

Intersect the N-S center line of section 23; not monumented.
Intersect the E-W center line of section 23; not monumented.
Point for Angle Point No. 9 of the ECR-Bdy.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

ECR~-B
AP-9 Y S23
1995

Set a stee] fence post alongside the aluminum post.

Corner is located on W slope in sagebrush and native grass.

Thence N. 31° 36.7' W, on the ECR-Bdy.

The witness point and corner for Angle Point No. 10, on the section line between sections
14 and 23.

The Subdivision of Section 26,
T.2 N,,R. 3 E,, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 26 and 35.

B R B R B R R R R R B R P B R R R I R S B O S OSSP ER ST Sasoss 2
3

2%

N. 0° 16.5'E., on the N-S center line of section 26.

SRR

T

& Point for the center N-N-S 1/256 section corner; not monumented.

R
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THE SUBDIVISION OF SECTION 26,
T.2N,, R 3 E., SALT LAKE MERIDIAN, UTAH

';"""*??5:53;‘;5:&3&3&:&:‘: ...... ——————— R —_— T ————————————

SCHAINS g
39.144 & Point for the center 1/4 section comer of section 26, at intersection with the E-W center line;

R R R R S O R R R S S S SRRy’

63.238

Intersect the East Canyon Reservoir Boundary Line; not monumented.

78.492

The 1/4 section corner of sections 23 and 26.

From the point for the 1/4 section corner of sections 25 and 26; not monumented.

e e E S e SRS Z5 5

N. 89° 56.4' W., on the E-W center line of section 26.

39.717

Point for the center 1/4 section coroner of section 26; not monumented.

47.707 i Intersect the East Canyon Reservoir Boundary Line; not monumented.

59.344

Point for the center W 1/16 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

T2N R3E
C-W 1/1e6
s26

i 1995

R e R S oo e ad o

Set a steel fence post alongside the aluminum post.

78.971 & The 1/4 section corner of sections 26 and 27.
}} From the point for the W 1/16 section corner of sections 26 and 35; not monumented.

: N. 0° 03.3'E., on the N-S center line of the SW 1/4 of section 26.

S2ILDL IR

34.111 § Point for the center N-N-SW 1/256 section corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, in a collar of
stone, with aluminum cap marked:

ke
&
5
E
&
&
o

T2N R3E
C-N-N-SW 1/256
S26
1995

SRR RS

%

Set a steel fence post alongside the aluminum post.

Corner is located in bottom land about 52 lks. S of creek that drains ENE.

2R
PRI
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THE SUBDIVISION OF SECTION 26,
T.2N,R. 3 E,, SALT LAKE MERIDIAN, UTAH

4 38.984 % The center W 1/16 section corner of section 26.

22

N. 0° 04.4'E,, on the N-S center line of the NW 1/4 of section 26.

39.586 i The W 1/16 section corner of sections 23 and 26.

B R e o BRSBTS

From the center N-N-SW 1/256 section corner of section 26.

S. 89° 53.0'E., on the E-W center line of the N 1/2 of the NE 1/4 of the SW 1/4 of section
26.

9.664 : Point for Angle Point No. 1 at intersection with the west right-of-way of State Highway No.

65, which is also the boundary of the East Canyon Reservoir.

R R a2 SRR AT

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

ECR-B
AP-1 /

526
1995

Set a steel fence post alongside the aluminum post.
Corner is in State Highway No. 65 right-of-way fence that bears NNE and SSW.

19.609 i Point for the center N-N-S 1/256 section corner; not monumented.

R B R R R R P A R B R B R P R O R B R S S

From Angle Point No. 1, on the E-W center line of the N 1/2 of the NE 1/4 of the SW 1/4 of
section 26.

Thence N. 22° 03.5'E., on the ECR-Bdy.

5.266

Intersect the E-W center line of section 26; not monumented.

13.727 : Point for Angle Point No. 2.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B

AP-2 ) S26

1995

R R R S R o S P PO M SRR

i%;
’3 Set a steel fence post alongside the aluminum post.
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THE SUBDIVISION OF SECTION 26,
T.2N, R. 3 E,, SALT LAKE MERIDIAN, UTAH

i

# & Corner is located in State Highway No. 65 right-of-way fence that bears NNE and SSW.

Thence N. 14° 31.5'E., on the ECR-B.

2.892 i Point for Angle Point No. 3, identical to the P.C. of curve, but not tangent of curve.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 ins. in the ground, with aluminum
cap marked:

ECR-B

AP-3 S26
1995

Thence on curve to left, with:
Delta=9°16'01",R =85.682, T =6.944, L. = 13.858,
CB=N. 17°25.5'E, and C = 13.843.

R R R S R R R o

13.858 i Point for Angle Point No. 4, identical to P.T. of curve, falls in East Canyon Reservoir; not

monumented.

Thence N. 12° 47.6' E., on the ECR-Bdy.

R e L e A AR

0.24S  Intersect the N-S center line of section 26; not monumented.
6.189 : Point for Angle Point No. 5, identical to a west highway right-of-way marker, monumented
with a standard highway right-of-way brass cap marker, firmly set in concrete and marked:
CLilo0
* STA 1201 + 74.3
2 ELV -—
1965

This position will also function as Angle Point No. 5.

RIS

Thence S. 77° 16.1' E., across State Highway No. 65 on the ECR-Bdy.

2.273 : Point for Angle Point No. 6, identical to an east highway right-of-way marker, monumented
with a standard highway right-of-way brass cap marker, firmly set in concrete and marked:

CL75
STA 1201 + 74.3
ELV - 5752.59
1965

R AR IR R




>

e o R AT

10.010

1.540

436
47

THE SUBDIVISION OF SECTION 26,
T.2N,R. 3 E,, SALT LAKE MERIDIAN, UTAH

5%

: This position will also function as Angle Point No. 6.

Thence N. 33°37.0'E., on the ECR-B.

R S AR

R

Point for Angle Point No. 7, on E side of State Highway 65.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 26 ins. in the ground, with aluminum
cap marked:

ECR-B

AP—7> 526

1995
': Deposit a Deep 1 Magnet at base of aluminum post.

Corner is located on SSE slope and about 15 lks. NNW from the top of a spur, sloping
WSW.

Thence N. 12° 11.1' W., on the ECR-Bdy.

Intersect the section line between sections 23 and 26; not monumented.

R S A A e Ao
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CERTIFICATE OF SURVEY

L, Ronald K. Baugh, Supervisory Cadastral Surveyor, hereby certify upon honor that, in pursuance of special
instructions bearing the dates of the st day of June, 1992 and the 14th day of April, 1995, ] have dependently
resurveyed a portion of the subdivisional lines, and the subdivision of sections 2,3,10,11, 14,15, 22,23, and
26 in Township 2 North, Range 3 East,

of the Salt Lake Meridian, in the State of Utah, which are represented in the foregoing field notes as having
been executed by me and under my direction; and that said survey has been made in strict conformity with said
special instructions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in
specific manner described in the foregoing field note

December 22, 1997

Date (Supervisory Cadastral Surveyor)
Date (Cadastral Surveyor)
CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of the dependent resurvey of a portion of the subdivisional lines, and the
subdivision of sections 2, 3, 10, 11, 14, 15, 22, 23, and 26, T ownship 2 North, Range 3 East, Salt Lake
Meridian, Utah,

executed by Ronald K. Baugh, Supervisory Cadastral Surveyor

having been critically examined and found correct, ar@ezm
December 24, 1997 (_A.) . Q&-Q)Or

Date (Chief Cadastral Surveyor for Utah)




